
Серия MPZ 
Компактные и легкие
Малая дистанция фокусировки

Система подвижки линз FD Виброустойчивость 5G

Высокая яркость по углам
Низкая дисторсия



MPZ 1" 20МП  Для IMX183, IMX255, IMX267/305, EV2S12M, XGS12000, CMV4000
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СиБиСи Япония, Московское представительство 
www.cbc.ru    +7(495)258-21-61 
www.computar.com

Характеристики могут быть изменены без предварительного уведомления. 
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V0826-MPZ

f=8mm  F2.6

for 1" type cameras, Fixed-focal

C‐Mount

 Model No.  V0826-MPZ  Effective  Front  φ49.4mm 

 Focal Length  8mm  Lens Aperture  Rear  φ15.1mm 

 Max. Aperture Ratio  1:2.6  Distortion  1 Type  -0.8%

 Max. Image Format  12.8mm x 9.6mm(φ16mm)  2/3 Type  -2.1%

 Operation Range  Iris  F2.6‐ F16.0 1/1.8 Type  -1.9%

 Focus  0.1m ‐ Inf.  Back Focal Length

 Control  Iris  Manual  Flange Back Length  17.526mm

 Focus  Manual  Mount  C-Mount

 1     Type  189.9mm x 140.0mm  Weight  203.1g

 2/3  Type  127.8mm x   94.8mm  Dimensions  φ69.5mm x 52.93mm 

1/1.8 Type  103.7mm x   77.2mm  φ85.0mm x 53.83mm (with ZM0810 )

 Filter Size(*)  -

 D  1 Type  88.8°  2/3 Type  68.6°  1/1.8 Type  58.2°

 Angle of View  H  76.9°  57.1°  47.8°

 V  61.5°  44.2°  36.6°

 Operating Temperature  -10℃ ‐ +50℃

M.O.D. : Minimum Object Distance    (*)For using filters, please attach ZM0810.

Dimensions
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Specification is subject to change without any notice.  2020.05



V1226-MPZ

f=12mm  F2.6

for 1" type cameras, Fixed-focal

C‐Mount

 Model No.  V1226-MPZ  Effective  Front  φ22.6mm 

 Focal Length  12mm  Lens Aperture  Rear  φ15.1mm 

 Max. Aperture Ratio  1:2.6  Distortion  1 Type   0.0%

 Max. Image Format  12.8mm x 9.6mm(φ16mm)  2/3 Type  -1.1%

 Operation Range  Iris  F2.6 ‐ F16.0  1/1.8 Type  -1.0%

 Focus  0.1m ‐ Inf.  Back Focal Length

 Control  Iris  Manual  Flange Back Length  17.526mm

 Focus  Manual  Mount  C-Mount

 Object Dimension  1 Type  123.2mm x 91.9mm  Filter Size  M37.5 P=0.5mm

   at M.O.D.  2/3 Type   84.1mm x 62.7mm  Dimensions  φ39mm x 43.5mm 

 1/1.8 Type   68.5mm x 51.2mm  Weight  98.4g

 Angle of View  D  1 Type  67.4°  2/3 Type  49.8°  1/1.8 Type  41.5°

  H  56.7°  40.7°  33.7°

 V  44.1°  31.0°  25.5°

 Operating Temperature  -10℃ ‐ +50℃

M.O.D. : Minimum Object Distance    

Dimensions

 10.6mm
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Specification is subject to change without any notice.  2019.07



V1624-MPZ

f=16mm  F2.4

for 1" type cameras, Fixed-focal

C‐Mount

 Model No.  V1624-MPZ  Effective  Front  φ20.9mm 

 Focal Length  16mm  Lens Aperture  Rear  φ15.9mm 

 Max. Aperture Ratio  1:2.4  Distortion  1 Type   0.0%

 Max. Image Format  12.8mm x 9.6mm(φ16mm)  2/3 Type  -0.4%

 Operation Range  Iris  F2.4‐ F16.0 1/1.8 Type  -0.4%

 Focus  0.1m ‐ Inf.  Back Focal Length

 Control  Iris  Manual  Flange Back Length  17.526mm

 Focus  Manual  Mount  C-Mount

 1     Type  88.6mm x 66.3mm  Filter Size  M35.5 P=0.5mm

 2/3  Type  60.7mm x 45.5mm  Dimensions  φ39.5mm x 47mm 

1/1.8 Type  49.6mm x 37.2mm  Weight  108.1g

 Angle of View  D  1 Type  53.2°  2/3 Type  38.1°  1/1.8 Type  31.6°

  H  43.8°  30.9°  25.5°

 V  33.6°  23.4°  19.2°

 Operating Temperature  -10℃ ‐ +50℃

M.O.D. : Minimum Object Distance    

Dimensions

 Object Dimension
 at M.O.D.
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Specification is subject to change without any notice.  2020.05



V2520-MPZ

f=25mm  F2.0

for 1" type cameras, Fixed-focal

C‐Mount

 Model No.  V2520-MPZ  Effective  Front  φ19.2mm 

 Focal Length  25mm  Lens Aperture  Rear  φ17.1mm 

 Max. Aperture Ratio  1:2.0  Distortion  1 Type   0.0%

 Max. Image Format  12.8mm x 9.6mm(φ16mm)  2/3 Type   0.0%

 Operation Range  Iris  F2.0 ‐ F16.0  1/1.8 Type   0.0%

 Focus  0.15m ‐ Inf.  Back Focal Length

 Control  Iris  Manual  Flange Back Length  17.526mm

 Focus  Manual  Mount  C-Mount

 Object Dimension  1 Type  66.9mm x 50.1mm  Filter Size  M35.5 P=0.5mm

   at M.O.D.  2/3 Type  45.9mm x 34.4mm  Dimensions  φ37.5mm×35.5mm

 1/1.8 Type  37.5mm x 28.1mm  Weight  73.1g

 Angle of View  D  1 Type  35.5°  2/3 Type  24.9°  1/1.8 Type  20.5°

  H  28.8°  20.0°  16.4°

 V  21.8°  15.1°  12.4°

 Operating Temperature  -10℃ ‐ +50℃

M.O.D. : Minimum Object Distance    

Dimensions
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Specification is subject to change without any notice.  2019.05



V3522-MPZ

f=35mm  F2.2

for 1" type cameras, Fixed-focal

C‐Mount

 Model No.  V3522-MPZ  Effective  Front  φ21.5mm 

 Focal Length  35mm  Lens Aperture  Rear  φ15.6mm 

 Max. Aperture Ratio  1:2.2  Distortion  1 Type  0.0%

 Max. Image Format  12.8mm x 9.6mm(φ16mm)  2/3 Type  0.0%

 Operation Range  Iris  F2.2 ‐ F16.0  1/1.8 Type  0.0%

 Focus  0.2m ‐ Inf.  Back Focal Length

 Control  Iris  Manual  Flange Back Length  17.526mm

 Focus  Manual  Mount  C-Mount

 Object Dimension  1 Type  69.7mm x 52.2mm  Filter Size  M34 P=0.5mm

   at M.O.D.  2/3 Type  47.9mm x 35.9mm  Dimensions  φ39.5mm x 55.7mm 

 1/1.8 Type  39.1mm x 29.3mm  Weight  118.2g

 Angle of View  D  1 Type  25.8°  2/3 Type  17.9°  1/1.8 Type  14.7°

  H  20.8°  14.4°  11.8°

 V  15.7°　  10.8°   8.9°

 Operating Temperature  -10℃ ‐ +50℃

M.O.D. : Minimum Object Distance    

Dimensions
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Specification is subject to change without any notice.  2019.08



V5024-MPZ

f=50mm  F2.4

for 1" type cameras, Fixed-focal

C‐Mount

 Model No.  V5024-MPZ  Effective  Front  φ21.8mm 

 Focal Length  50mm  Lens Aperture  Rear  φ16.4mm 

 Max. Aperture Ratio  1:2.4  Distortion  1 Type  0.0%

 Max. Image Format  12.8mm x 9.6mm(φ16mm)  2/3 Type  0.0%

 Operation Range  Iris  F2.4 ‐ F16.0  1/1.8 Type  0.0%

 Focus  0.2m ‐ Inf.  Back Focal Length

 Control  Iris  Manual  Flange Back Length  17.526mm

 Focus  Manual  Mount  C-Mount

 Object Dimension  1 Type  41.0mm x 30.7mm  Filter Size  M30.5 P=0.5mm

   at M.O.D.  2/3 Type  28.1mm x 21.1mm  Dimensions  φ42mm x 60.1mm 

 1/1.8 Type  23.0mm x 17.2mm  Weight  138.5g

 Angle of View  D  1 Type  18.2°  2/3 Type  12.6°  1/1.8 Type  10.3°

  H  14.6°  10.1°   8.3°

 V  11.0°   7.6°   6.2°

 Operating Temperature  -10℃ ‐ +50℃

M.O.D. : Minimum Object Distance    

Dimensions
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V7531-MPZ

f=75mm  F3.1

for 1" type cameras, Fixed-focal

C‐Mount

 Model No.  V7531-MPZ  Effective  Front  φ23.6mm 

 Focal Length  75mm  Lens Aperture  Rear  φ16.5mm 

 Max. Aperture Ratio  1:3.1  Distortion  1 Type  0.0%

 Max. Image Format  12.8mm x 9.6mm(φ16mm)  2/3 Type  0.0%

 Operation Range  Iris  F3.1‐ F16.0 1/1.8 Type  0.0%

 Focus  0.25m ‐ Inf.  Back Focal Length

 Control  Iris  Manual  Flange Back Length  17.526mm

 Focus  Manual  Mount  C-Mount

 1     Type  38.9mm x 29.2mm  Filter Size  M30.5 P=0.5mm

 2/3  Type  26.8mm x 20.1mm  Dimensions  φ42.0mm x 79.8mm 

1/1.8 Type  21.9mm x 16.4mm  Weight  176.1g

 Angle of View  D  1 Type  12.2°  2/3 Type  8.4°  1/1.8 Type  6.9°

  H   9.8°  6.7°  5.5°

 V   7.3°  5.0°  4.1°

 Operating Temperature  -10℃ ‐ +50℃

M.O.D. : Minimum Object Distance    

Dimensions
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Specification is subject to change without any notice.  2020.05



ZM0810

Filter holder for V0826-MPZ (M82 P=0.75)

Attached between filter and lens for 1" sensor camera.

Dimensions
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